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TECHNICAL CHARACTERISTICS

The mounts are able to reach low natural
frequencies from 3 to 5 Hz. The spring combined
with sylomer® is able to provide high isolation at
low and medium frequencies.

The curves are showing the deflection and
natural frequencies according to the load of the
spring. Temperature working range from -30 to

70°. Short term higher temperatures are possible.
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This range of mounts comprises:

A spring high elasticity and very low natural frequency

An incorporated levelling system

A non-slip rubber base

A spare Sylomer to isolate mid and high frequencies comes standard

In order to adapt its products to the state of the art, AMC S.A. reserves the right to modify the conception and manufacture of the materials presented in this catalogue without prior notice.
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DRAWINGS
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DIMENSIONS

A -] 5 C E G H 1
Syng ok
250 M20 200 14 260 288 206

4V-SR-2600 178 BLACK
4V-SR-3200 250 178 BLACK
4V-SR-4000 250 178 BLACK
4V-SR-4800 250 178 BLACK
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Load Weight

2600
3200
4000
4800

13,12
13,46
13,78
13,88
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Elastical properties

LOAD DEFLECTION CURVE

VIBRABSORBER 4VSR
4800 5 5 5

4200 1
3600 1

3000
2500 1
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Load (KQ)
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Deflection (mm)
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In order to adapt its products to the state of the art, AMC S.A. reserves the right to modify the conception and manufacture of the materials presented in this catalogue without prior notice.



	4V-SR
	TECHNICAL CHARACTERISTICS

	4V-SR
	DRAWINGS
	DIMENSIONS

	4V-SR



